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SUBPART B

BPT effluent limitations

Average of

Pollutant or pollutant property Maximum cfig;lyé(\)/e;lgﬁ?
fordaany 1 secutive

Yy days shall

not exceed

Metric units (kilograms per
cubic meter of production)

0.72 0.24
®) @)

English units (pounds per
cubic foot of production)

0.045
@)

0.015
@)

1 Within the range 6.0 to 9.0 at all times.

(c) The following limitations con-
stitute the maximum permissible dis-
charge for hardwood veneer manufac-
turing processes which wuse direct
steaming for the conditioning of logs:

SUBPART B

BPT effluent limitations

Average of

Pollutant or pollutant property Maximum cf‘gl',"é(‘)"‘::lgﬁf'
forda;ny 1 secutive
y days shall
not exceed

Metric units (kilograms per
cubic meter of production)

1.62 0.54
®) @)

English units (pounds per
cubic foot of production)

0.10
Q)

0.034
Q)

1Within the range 6.0 to 9.0 at all times.

§429.32 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best conventional pollut-
ant control technology (BCT). [Re-
served]

§429.33 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-

tion of the best available tech-
nology economically achievable
(BAT).

Except as provided in 40 CFR 125.30
through 125.32, any existing point
source subject to this subpart must
achieve the following effluent limita-
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§429.41

tions representing the degree of efflu-
ent reduction attainable by the appli-
cation of best available technology
economically achievable (BAT): There
shall be no discharge of process waste-
water pollutants into navigable waters.

§429.34 New source
standards (NSPS).

Any new source subject to this sub-
part must achieve the following new
source performance standards (NSPS):
There shall be no discharge of process
wastewater pollutants into navigable
waters.

performance

§429.35 Pretreatment standards
existing sources (PSES).

for

Any existing source subject to this
subpart which introduces process
wastewater pollutants into a publicly
owned treatment works must comply
with 40 CFR part 403.

§429.36 Pretreatment
new sources (PSNS).

standards for

Any new source subject to this sub-
part which introduces process waste-
water pollutants into a publicly owned
treatment works must comply with 40
CFR part 403.

Subpart C—Plywood Subcategory

§429.40 Applicability; description of
the plywood subcategory.

This subpart applies to discharges to
waters of the United States and to the
introduction of process wastewater pol-
lutants into publicly owned treatment
works from any plywood producing
plant that does not store or hold raw
materials in wet storage conditions.

§429.41 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best practicable control
technology currently available
(BPT).

Except as provided in 40 CFR 125.30
through 125.32, any existing point
source subject to this subpart must
achieve the following effluent limita-
tions representing the degree of efflu-
ent reduction attainable by the appli-
cation of the best practicable control
technology (BPT): There shall be no



